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ABSTRACT: The electrochemical stability of platinum−iron
oxide nanoparticles has been studied using X-ray absorption
spectroscopy. Samples were monitored for changes in their
surface structure and elemental composition after electro-
chemical cycling in acidic media, which were then correlated
with their electronic properties and a thorough analysis of their
electrocatalytic activities. In addition to the observation of
significant surface restructuring, greater Fe content following
electrochemical treatment was found to be associated with
higher half-wave potentials and specific current densities (up
to 0.965 ± 0.001 VRHE and 1.32 ± 0.03 × 10
−5 mA cm−2,
respectively). This work highlights the potential to improve
the electrocatalytic activity of platinum−iron oxide nanoparticles by controlling the Fe content and platinum−iron bonding, and
demonstrates the critical importance of characterizing these nanocatalysts both before and after use.
1. INTRODUCTION
In the field of renewable energy research, fuel cells are a subject
of considerable interest. Like batteries, fuel cells allow energy to
be stored for future use, which is an essential step in the
development of alternative energy infrastructures.1 Although a
number of different fuel cell chemistries exist, polymer
electrolyte membrane fuel cells (PEMFCs) offer several distinct
advantages, including minimal emissions (pure water), low
operating temperatures, and high energy densities, making
them particularly appealing for implementation in motor
vehicles.2,3 In PEMFCs, the electrical energy is generated by
the formation of water from gaseous hydrogen and oxygen.
This process comprises the hydrogen oxidation and oxygen
reduction reactions (HOR and ORR), which, respectively,
occur at the fuel cell anode and cathode. While the cathodic
HOR is well-catalyzed using standard Pt catalyst materials and
loading, efficiently catalyzing the anodic ORR has proven more
challenging;4 as a result, the kinetics of the overall reaction are
limited by the ORR, making the development of superior anode
catalysts the focus of considerable research efforts.5−7 One
major obstacle to the development of ORR catalysts is the cost
of such systems, due largely to the expensive, typically Pt-based
electrode catalysts required for efficient conversion of fuel to
electricity. In principle, this could be offset by incorporating
non-noble metals and/or increasing the electrochemically active
surface area (ECSA) of the catalyst material.
One method of accomplishing this cost reduction is to form
alloyed or composite Pt-based nanoparticles capable of
preserving (or even enhancing) the catalytic activity of Pt
while simultaneously reducing material costs.3,8−10 Unfortu-
nately, the non-noble components of these nanoparticles are
also inherently less stable under standard fuel cell operating
conditions (strong electrical potentials, corrosive electrolytes,
etc.), and may be prone to leaching.11,12 As a result, it is entirely
possible that the structure of the active catalyst differs
significantly from its as-synthesized form. The effect of leaching
on surface structure has been explored using various Pt-3d
metal alloys, revealing that such processes lead to the formation
of a Pt-enriched “skin” due to the lesser stability on the non-
noble metal component.5,13,14 Interestingly, some of the same
studies also revealed an enrichment of the 3d metal in the first
sublayer of metal atoms, which is implicated in the enhanced
activity of such surfaces.5 Furthermore, activity studies
performed on monocrystalline (111), (110), and (100) surfaces
revealed their differential activities with respect to the ORR.5
Thus, knowledge of the surface structure of a material becomes
a vital factor when attempting to synthesize new electrode
catalysts.
Unfortunately, surface characterization of catalysts can prove
to be a challenging proposition. Depending on the size and
geometry of the surface being studied, the proportion of surface
atoms in a sample may range from a majority (in small
nanoclusters) to nearly negligible (in bulk materials). As a
result, studying these surfaces requires the use of specialized
techniques. Electrochemical methods have previously been
used to study the surfaces of metal nanoparticles,15,16 and can
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prove particularly useful for those which function as
catalysts.13,17 Despite this utility, more accurate information
regarding the local structure of surfaces is beyond the scope of
such experiments; however, such information can be obtained
through the use of X-ray absorption spectroscopy (XAS). XAS
allows for element-specific characterization and is well-suited
for the study of nanoparticle samples, as has been demonstrated
in previous studies.18−20
Herein we compare a series of carbon-supported platinum−
iron oxide (Pt−FeOx) nanoparticles before and after electro-
chemical cycling in acidic electrolyte. In addition to observing
any gross changes to the particles themselves using trans-
mission electron microscopy (TEM), changes in their local
structure and electronic properties are elucidated through the
analysis of extended X-ray absorption fine structure (EXAFS)
and X-ray absorption near-edge structure (XANES) data. A
more thorough investigation of the electrocatalytic activities of
these samples is also undertaken. All of these results provide
deeper insights into the correlation between the structure and
activity of Pt catalysts following electrochemical cycling in
acidic media.
2. EXPERIMENTAL METHODS
2.1. Sample Preparation. Pt−FeOx nanoparticles were
synthesized using a facile, “clean” method that has been
published previously.21 Briefly, these nanoparticles were formed
at elevated temperatures in oleylamine (OAm) solution under a
reducing atmosphere of carbon monoxide. Control of the Pt:Fe
ratio in the reaction mixture was used to generate nanoparticles
with differing elemental compositions. Surface-capping OAm
ligands were removed via ligand exchange with excess n-
butylamine in the presence of suspended Vulcan XC-72 carbon
powder, inducing immobilization of the nanoparticles onto the
carbon support (30% mass loading). Catalyst loading was
measured using inductively coupled plasma optical emission
spectroscopy. A commercial Pt catalyst (HiSPEC 3000, 20%
mass loading, denoted “Pt/C”) was also used as a reference
during characterization of the Pt−FeOx samples.
Following electrochemical characterization, samples of the
post-treatment Pt−FeOx and Pt/C materials were obtained for
further XAS analysis. First, the rotating disk electrode (RDE)
was removed from the electrolyte solution and carefully dried
by wicking away any residual liquid with the edge of a Kimwipe
tissue. After allowing the sample several minutes to dry, a strip
of cellophane tape was applied to the surface of the glassy
carbon RDE; removing the tape also removed a thin, but
appreciable, layer of sample. This was repeated several times to
ensure collection of sufficient material before the exposed
sample was sealed-in with a second strip of tape.
2.2. Voltammetry Characterization. A Pine Instrument
Company RDE) system was used to perform electrochemical
measurements. Full experimental details have been presented
previously.21 In brief, a three-electrode cell was assembled
consisting of a glassy carbon RDE working electrode, Pt wire
counter electrode, and Koslow mercury/mercurous sulfate
reference electrode in 0.1 M perchloric acid electrolyte.
Glassware was decontaminated by boiling in deionized water
prior to use. Measurements were then conducted according to
standard procedures.11
To investigate the effects of electrochemical treatment on
Pt−FeOx nanoparticles, samples in Ar(g)-saturated electrolyte
were exposed to applied potentials between 0.02 and 1.2 V
versus a reversible hydrogen electrode (VRHE). The treatment
continued for 50 cycles at a sweep rate of 50 mVRHE s
−1. The
activity of each sample with regards to the oxygen reduction
reaction (ORR) was measured by saturating the electrolyte
solution with O2(g) and then sweeping the applied potential
over the same potential range used for the initial electro-
chemical treatment. A rotation rate of 1600 rpm was used for
all experiments. Area-specific current densities were obtained
by correcting these experimental data to account for key factors,
including non-Faradaic contributions, mass transport at the
Figure 1. Evolution of cyclic voltammograms from PtFeOx and Pt/C reference samples over 50 cycles. Red arrows indicate the direction of change
for each region of interest.
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electrode surface, and electrochemically active surface area
(ECSA) for each sample.22
2.3. X-ray Absorption Spectroscopy. XAS data acquis-
ition was performed using BM-20 of the Advanced Photon
Source, located at Argonne National Laboratory, Argonne, IL.
A double-crystal Si(111) mirror monochromator was used for
wavelength selection and detuned to 80% in order to reject
higher harmonics. Standard gas-ionization chamber detectors
were used for reference foil data, whereas the limited quantity
of both the Pt−FeOx and Pt/C samples necessitated the use of
a more sensitive a 32-element Ge fluorescence detector. A
cryostatic sample holder was used to maintain a stable
temperature of 50 ± 1 K (pretreatment samples) or 90 ± 1
(post-treatment samples) in order to further enhance the
intensity of the EXAFS data signal via suppression of thermal
vibrations, thereby obtaining better signal-to-noise ratios.
Processing and fitting of XAS data were performed using the
IFEFFIT software suite.23
2.4. Transmission Electron Microscopy. Due to the fact
that they had been preserved between strips of cellophane tape,
preparing the post-treatment nanoparticle samples for TEM
analysis required some work. After carefully separating the
strips of tape encompassing the post-treatment sample material,
both strips were inserted into a small (1.5 mL) sample vial filled
with n-hexane and sonicated until their adhesive dissolved,
releasing the sample from the cellophane backing. The
undissolved cellophane backing was then carefully removed,
and the remaining suspension was centrifuged at 15 000 rpm
for 5 min to separate the sample material from the supernatant,
which was then decanted. Each sample was then washed once
with 1 mL of laboratory grade ethanol (i.e., sonicated, then
centrifuged again under the same conditions). Finally, each
sample was dispersed in 200 uL of ethanol via sonication and
drop-cast onto Formvar-coated copper TEM grids. Sample
imaging was performed using a Tecnai F-30 transmission
electron microscope operated at 300 kV in bright-field imaging
mode. Size distributions of the nanoparticles were measured
using MacBiophotonics ImageJ software and several represen-
tative images from each sample.24
3. RESULTS AND DISCUSSION
3.1. Cyclic Voltammetry Treatment and Character-
ization. Cyclic voltammograms (CVs) of both the Pt−FeOx
samples and Pt/C reference catalyst are presented in Figure 1.
After 50 cycles, marked changes were observed in the CVs over
several regions of interest. Most of these regions are
characteristic of Pt, but peaks attributable to the oxidation
(ca. 0.74 VRHE, forward sweep) and reduction (ca. 0.7 VRHE,
reverse sweep) of the Fe2+/Fe3+ redox couple were apparent in
the Pt−FeOx CVs.
25 In general, it was observed that peaks
indicative of H-adsorption/desorption (0.5−3.5 VRHE) and Pt-
surface reduction peaks increased in intensity, H2(g) evolution
(0−0.5 VRHE) decreased in intensity, and Pt-surface oxidation
shifted to more negative potentials. These changes are
consistent with restructuring of the Pt surface as a result of
potential cycling, and indicate the emergence of distinct
Pt(111) and Pt(110) crystallographic facets from a more
irregular initial structure.15 Peaks associated with the Fe2+/Fe3+
redox couple were observed to disappear after only a few scans,
suggesting that these species were present at the Pt surface and
dissolved readily into the acidic electrolyte solution. As
expected, the most intense Fe2+/Fe3+ feature was observed
for Pt54Fe46, which has the greatest Fe content; however, the
Pt70Fe30 sample did not exhibit intermediate peak intensity
Figure 2. TEM micrographs of post-treatment PtFeOx and reference Pt/C catalyst samples. Inset histograms depict measured nanoparticle
diameters as measured from a series of images (444 < N < 599).
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between the former sample and Pt87Fe13, as might have been
expected given its relative composition. This indicates that less
Fe-oxide was present at the surfaces of the Pt70Fe30 nano-
particles and, by extension, that Fe was more successfully
incorporated into the metallic Pt core. In contrast with that
located at the nanoparticle surface, Fe located in the core
should be both physically shielded from the acidic electrolyte
and electronically stabilized by its Pt neighbors.
3.2. Transmission Electron Microscopy. TEM images
(see Figure 2) were acquired for each nanoparticle sample in
order to ensure no drastic changes in morphology had occurred
as a result of the electrochemical treatment. In fact, very little
change was observed, with particle sizes of 3.5 ± 1.2 nm, 3.4 ±
1.0 nm, 4.0 ± 0.8 nm, and 4.5 ± 0.8 nm being observed for Pt/
C, Pt54Fe46, Pt70Fe30, and Pt87Fe13, respectively. These values
match closely with those determined for the samples prior to
electrochemical treatment (2.8 ± 0.7 nm, 3.5 ± 0.5 nm, 4.0 ±
0.5 nm, and 4.4 ± 0.6 nm), suggesting that significant particle
aggregation did not occur during electrochemical cycling. Close
analysis of the TEM images reveals that some fusion of adjacent
particles to form oblong, rodlike structures did occur for a small
number of particles; however, such behavior has been reported
previously and does not appear to degrade catalyst performance
as does the formation of large, spherical aggregates.26 Overall,
only minor structural changes can be confirmed by the results
of TEM analysis.
3.3. X-ray Absorption Spectroscopy Characterization.
XAS measurements were performed at the Pt L3 absorption
edge in order to study Pt−FeOx and Pt/C catalyst samples both
before and after electrochemical cycling. XANES spectra from
these measurements are presented in Figure 3. Although the
Pt−FeOx samples appear to have behaved differently with
regards to electrochemical treatment, the changes observed can
provide useful insight into their structure. Both Pt54Fe46 and
Pt87Fe13 samples exhibited little change in white line (the
intense peak following the absorption edge) shape or intensity
as a result of treatment, indicating that changes to the average
Pt environment in these samples were minimal. In contrast, the
white line intensity of Pt70Fe30 increased slightly post-
treatment, while that of Pt/C decreased. From a basic
understanding of XANES principles, these changes can be
interpreted as arising from changes in the Pt d-electron density
(decreased electron density results in increased white line
intensity).27 This decreased electron density of Pt in Pt70Fe30
after electrochemical treatment may be related to the loss of
charge transfer from Fe to Pt atoms in the nanoparticles. The
fact that the Pt electron density is reduced as a result of
treatment could indicate that a significant amount of metallic
Fe near the surface was removed from the nanoparticles
alongside the surface Fe-oxides. This is also consistent with the
conclusion that the Pt70Fe30 sample contains a relatively greater
amount of metallic Fe than the other Pt−FeOx samples. The
increase in d-electron density experienced by Pt/C should not
be due to leaching of its components (primarily Pt and O) as
do the Pt−FeOx samples, but could be explained by a reduction
of oxidized surface Pt. In order to better understand the root
causes for these changes, it is helpful to closely study the local
structure of each sample.
Fourier-transformed EXAFS spectra for Pt−FeOx samples
and Pt/C are presented in Figure 4. Despite being obtained at a
higher temperature (90 ± 1 K, versus 50 ± 1 K for the
untreated data), the postcycling spectra exhibited qualitatively
more intense peaks corresponding to Pt-M scattering paths. As
the unusually low intensity observed for the Pt-M paths prior to
cycling has been attributed to destructive interference between
Pt-Pt and Pt-Fe scattering paths, this increased intensity could
be understood as a decrease in one of these two contributions
to the overall peak intensity. Furthermore, the overall
qualitative similarity of the EXAFS spectra, especially at higher
R-values, indicates that the samples have become more
structurally similar. Differences introduced during sample
synthesis appear to have been thus homogenized by the
electrochemical cycling process. Additionally, the intensity
reduction of the Pt−O peak of Pt/C (ca. 1.7 Å) indicates that
less Pt-oxide is present post-treatment, further supporting the
reduction of surface Pt based on XANES analysis (see above).
In order to fully characterize the structural changes in these
samples, fitting of experimental EXAFS spectra was performed.
Experimental and fitted Fourier-transformed EXAFS spectra
are presented in Figure 5. Corresponding structural parameters
obtained from the fitting of pre- and post-treatment Pt−FeOx
and Pt/C samples are presented in Table 1. Immediately
apparent from these data is the significant decrease in the
degree of Pt−Fe bonding after electrochemical cycling. As
indicated by their respective Pt−Fe coordination numbers
(CNs), both Pt70Fe30 and Pt87Fe13 retained a measurable degree
of Pt−Fe interaction. Given the structural information available
from cyclic voltammetry and XANES analyses, this is likely due
to the relatively large amount of metallic Fe located at or
beneath the Pt surface of its constituent nanoparticles. Further
support for this conclusion is afforded by the observed Pt−Fe
bond lengths. For the pretreatment samples, it was observed
that the mean Pt−Fe bond length was correlated with greater
Fe content. On the basis of the Fe K-edge XANES results from
Figure 3. Comparisons of Pt L3-edge XANES spectra acquired (a)
before (at 50 K) and (b) after (at 90 K) electrochemical treatment in
0.1 M HClO4(aq) electrolyte.
Figure 4. Comparisons of Fourier-transformed Pt L3-edge EXAFS
spectra for Pt−FeOx and Pt/C samples acquired (a) before and (b)
after electrochemical treatment.
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the as-synthesized Pt−FeOx,
21 samples with greater Fe content
also possessed relatively more Fe-oxide than metallic Fe. Thus,
it can be inferred that a predominance of metallic Pt−Fe
interactions yields shorter average bond lengths (ca. 2.67 Å)
than does that of oxide Pt−Fe interactions (ca. 2.72 Å).
Therefore, the relatively short Pt−Fe bond length for
postcycling Pt70Fe30 indicates that the remaining Fe is likely
present in a metallic environment.
With regards to the observed Pt-Pt CNs, an increase was
observed for all samples as a result of electrochemical cycling.
This is easily explained by surface reconstruction, as is indicated
by the evolution of characteristic H-adsorption/desorption
peaks in the CVs for each sample. From the low Pt-Fe and Pt-
Pt CNs obtained prior to treatment, it appears that both the
Pt−FeOx samples and Pt/C catalyst possessed irregular or
defected surface morphologies in their as-synthesized forms,
likely facilitated by the presence of a stabilizing surface Fe oxide
layer. The harsh conditions introduced by electrochemical
cycling have clearly proven sufficient to effect considerable
transformation on initial structure, resulting in higher CNs
reflective of a more uniform Pt lattice.
3.4. ORR Activity Testing. The ORR activities of the Pt−
FeOx and Pt/C samples were evaluated via linear sweep
voltammetry, with the resultant normalized current densities
and Tafel plots presented in Figure 6. By further correcting for
mass-transfer limited diffusion using the Levich relation,11
reliable measures of specific current density (jspecific) under
kinetically controlled conditions (0.95 VRHE applied potential)
were obtained. Half-wave potentials (E1/2, measured at one-half
the maximum diffusion-limited current density) are generally
indicative of the thermodynamic efficiency (or voltage
efficiency) of an electrochemical reaction.28 In the case of
ORR activity, a more positive potential is indicative of a lower
overpotential required to drive the reaction, and thus a higher
efficiency. Tafel plots were also prepared and fitted using linear
regression in order to obtain their characteristic Tafel slopes.
Experimentally determined values of E1/2, jspecific, and Tafel
slope for each sample are presented in Table 2.
From these data, it is clear that Pt70Fe30 exhibits the largest
E1/2 of the four samples tested (0.965 ± 0.001 VRHE), followed
by Pt87Fe13 (0.939 ± 0.001 VRHE), Pt54Fe46 (0.917 ± 0.001
VRHE), and Pt/C (0.913 ± 0.001 VRHE). In terms of jspecific,
Pt70Fe30 also offered the highest kinetic current density (1.32 ±
0.03 × 10−1 mA·cm−2). In keeping with previous findings,
Pt87Fe13 also offers the next best jspecific (9.9 ± 0.2 × 10
−2 mA·
cm−2) but is not significantly better than Pt54Fe46 (also 9.8 ±
0.3 × 10−2 mA·cm−2), and Pt/C again demonstrates the
poorest performance (just 7.1 ± 0.2 × 10−2 mA·cm−2). One
possible explanation for the similar jspecific values of Pt87Fe13 and
Pt54Fe36, despite the larger E1/2 of the former, is that both two-
electron (O2 + 2H
+ + 2e− → H2O2) and four-electron (O2 +
4H+ + 4e− → 2H2O) pathways exist for the reduction of O2(g)
at Pt surfaces.29 While the latter typically predominates, the
former is also viable. It is thus proposed that the relatively
greater jspecific of Pt54Fe46 could be due to the competing two-
electron formation of H2O2, thereby explaining its similar
performance to Pt87Fe13 despite the differences in their local
structures (as indicated by EXAFS analysis).
Experimentally, the reduction of O2(g) on Pt corresponds to
Tafel slopes of approximately −60 mVRHE·dec−1 at higher
potentials (greater than 0.8 VRHE) and −120 mVRHE·dec−1 for
measurements obtained at and lower potentials (less than 0.8
VRHE).
30 This is explained by a difference in the rate-
determining step of the ORR on Pt/Pt−O and pure metallic
Pt surfaces, respectively. A comparison of the samples studied
revealed slopes well in line with those published previously for
Pt and PtFe nanoparticle samples,3 with one exception. Pt70Fe30
demonstrated a Tafel slope 13% greater in magnitude than
those of the other samples (−78 ± 1 mVRHE·dec−1 versus ca.
−68 ± 1 mVRHE·dec−1). The fact that all of these slopes differ
from the ideal value for a mixed Pt/Pt−O surface may indicate
that they possess significant areas of metallic Pt, with such areas
comprising a significantly larger proportion of the Pt70Fe30
Figure 5. Fourier-transformed experimental (hollow circles) and fitted
(red lines) EXAFS spectra for electrochemically treated (a) Pt54Fe46,
(b) Pt70Fe30, (c) Pt87Fe13, and (d) Pt/C samples.
Table 1. Structural Parameters Obtained from Fitting of Pt L3-Edge EXAFS Spectra Prior to, and Following, Electrochemical
Cycling
before treatment after treatment
sample path CN R (Å) σ2 (10−3 Å2) ΔE0 (eV) CN R (Å) σ2 (10−3 Å2) ΔE0 (eV)
Pt87Fe13 Pt-Fe 1.0 ± 0.3 2.67 ± 0.02 3 ± 1 1 ± 2 0.6 ± 0.2 2.67 ± 0.01 3 ± 1 5 ± 1
Pt-Pt 8 ± 1 2.775 ± 0.005 10 ± 1 2.75 ± 0.01
Pt70Fe30 Pt-Fe 1.7 ± 0.7 2.70 ± 0.03 6 ± 2 2 ± 2 0.7 ± 0.6 2.67 ± 0.05 4 ± 1 4 ± 2
Pt-Pt 7 ± 2 2.72 ± 0.01 11 ± 3 2.75 ± 0.01
Pt54Fe46 Pt-Fe 1 ± 1 2.72 ± 0.09 3 ± 3 3 ± 4 ** ** 4 ± 1 4 ± 2
Pt-Pt 7 ± 3 2.72 ± 0.03 11 ± 2 2.75 ± 0.01
Pt/C Pt-O 1.9 ± 0.3 2.04 ± 0.02 2 ± 2 10 ± 1 ** ** 3 ± 1 6 ± 1
Pt-Pt 6 ± 2 2.78 ± 0.01 10 ± 1 2.76 ± 0.01
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surface. This also agrees well with the results of EXAFS
analysis, which rule out the existence of extensive surface oxide
species.
4. CONCLUSIONS
In summation, XAS data analysis and electrochemical measure-
ments have been used to study physical changes in Pt−FeOx
nanoparticles as a result of potential cycling in acidic media. It
was found that, following the electrochemical treatment, the
sample retaining an appreciable amount of Fe (the Pt70Fe30
sample) exhibited the best electrocatalytic activity. In addition
to the impact of initial metallic Fe formation (and its diffusion
into Pt nanoparticles) on electrocatalytic activity, subsequent
reconstruction of the nanoparticle surface as a result of
electrochemical treatment was also observed. Ultimately,
these results demonstrate the critical importance of in situ or
postoperative catalyst characterization and highlight the impact
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